


RailMover 45T RailMover 125T RailMover 225T 

Draw Bar Pull (lbf) 2800 3200 4100 

Pushing/Pulling Capacity ton (lbs) 45 (90,000) 125 (250,000) 225 (450,000)

Max Speed (MPH) 1.5 1.5 1.5

Motor 2 x 1500 W 4 x 1500 W 4 x 1500 W

Battery 36V 36V 36V

Charger Voltage (optional range) 120 - 600 VAC 120 - 600 VAC 120 - 600 VAC

Road Braking System Yes Yes Yes

Parking Brake Yes Yes Yes

Electrical 
36 Volt PowerTrain,

12 & 24 Volt Auxillary
36 Volt PowerTrain,

12 & 24 Volt Auxillary
36 Volt PowerTrain,

12 & 24 Volt Auxillary

Warning Signal
Safety Stobe and Beeper

(Activated on throttle input)
Safety Stobe and Beeper

(Activated on throttle input)
Safety Stobe and Beeper

(Activated on throttle input)

Air Tank Capacity Rail Brakes Optional Optional Optional

Road Turn Radius Zero Degrees

Road & Rail Tires (in) 

Weight (lbs) 3200 5400 7800

Zero Degrees Zero Degrees

Axles Single Heavy Duty Dual Chain Drives Per Motor Dual Chain Drives Per Motor

Dimensions No Coupler
(LxHxW) Inches 

83 x 64 x 35 83 x 64 x 47 83 x 64 x 47

Frame 
1/2” to 3/8” with

internal 2 x 2 ladder frame
1/2” to 3/8” with

internal 2 x 2 ladder frame
1/2” to 3/8” with

internal 2 x 2 ladder frame

Rail Gear Universal tapered steel wheel guides Universal tapered steel wheel guides Universal tapered steel wheel guides

Brakes
Dynamic, regenerative braking 
system operated by individual

motor controllers.

Dynamic, regenerative braking 
system operated by individual

motor controllers.

Dynamic, regenerative braking 
system operated by individual

motor controllers.

Couplers Type E, Custom Type E, Custom Type E, Custom

18” Steel Core, Dual Density, High 
Friction Rubber

18” Steel Core, Dual Density, High 
Friction Rubber

18” Steel Core, Dual Density, High 
Friction Rubber


